
ELITE INJECTION 10W-40 Automotive

Lubricants

Description

Multigrade lubricant oil with synthetic base oil specially indicated for use in modern petrol car 

engines, due to the additive technology used. Its thermal stability increases the antioxidant capability 

of the lubricant reaching longer drain oil intervals optimizing oil change periods. Its Outstanding shear 

stability performance will keep the viscosity stable in the 10W40 viscosity range along the drain oil 

interval guaranteeing 

Properties

-  Suitable for the petrol and diesel engines of most manufacturers that require a no-service, long-life 

lubricant.

-  The synthetic base oils in its composition and its high shear stability mean wear is minimised under 

all engine use conditions, from cold starts to the high temperatures reached when driving. 

-  The engine tests conducted to pass the MB and VW manufacturers quality levels ensure engine 

cleanliness and therefore a significant benefit in engine life.

Quality levels, approvals and recommendations

-  ACEA A3/B3, A3/B4 

-  API SL/CF 

-  MB 229.1 

-  VW 502.00/505.00 (Valid for 501.01)

Properties

Quality levels, approvals and recommendations

Technical specifications

SAE Grade 10W-40

Density at 15 ºC 0,857g/mL ASTM D 4052

Viscosity at 100 ºC 14,6cSt ASTM D 445

Viscosity at 40 ºC 96cSt ASTM D 445

Viscosity at -30 ºC 7000 max.cP ASTM D 5293

Viscosity index 150 min.- ASTM D 2270

Flash point, open cup 200 min.ºC ASTM D 92

Pour point -30ºC ASTM D 97

VALUEUNIT METHOD

Safety data sheets are available on request at: lubricantes@repsol.com
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The above mentioned characteristics are typical values and should not be considered product specifications.

T.B.N. 10mg KOH/g ASTM D 2896

Bosch Injector Shearing:
Viscosity at 100 ° C after shear

12,5 min.cSt CEC L-14-93

Noack volatility, 1hr at 250 ºC 13 max.% weight CEC L-40-93
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